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technical specifications

Suppled Package

8 (maximum available PMR446)
446.00625 to 446.09375
12 5KHz

Channel Capacity
Frequency Range
Channel Spacing

Operating Temperature -20°C to +70°C
Approval Specification RFETS 300 296, EMC ETS 300 279
15 hours (5-5-90)

Duty Cycle

EURO-COM™

EURO-COM™ PMR446 Radio headset
If clear intelligible communications are important to your
business then EURO-COM™ offers the perfect solution.

Designed for use in high noise environments
EURO-COM™ has a host of features combined with
performance, durability and comfort, ensuring your staff
remain productive.

Features
15-hour duty cycle
Sub-tone CTCSS & DCS

PTT lock
Enables users to lock the EURO-COM™ into permanent
transmit, allowing total hands free operation.

Entel UK Ltd

3rd Floor, Ridgehill House

12 Elstree Way, Borehamwood
Hertfordshire WD6 1IL
United Kingdom

Tel: +44 (0)20 8236 0032
Fax: +44 (0)20 8236 0082
Email: sales@entel.co.uk

www.entel.co.uk

EURO-COM PMR446 radio headset

CNB9 3.6v, 1100mAh Ni-Mh battery pack
CWC9 Charger, 230v

User Guide

Locking PTT switch
PTT button

Illuminated power button
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Noise cancelling
boom microphone

5 Charge indicator
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EURO-COM /H™

Side tones

This unique feature routes the transmitted audio back
into the dual earphones enabling the user to hear their
own voice, which greatly assists concentration and gives
the user confirmation that they are in transmit mode.

High efficiency noise cancelling microphone
Eliminates unwanted background noise, allowing crisp
clear audio to be transmitted to other users.

Robust construction
Housed in a Bilsom 700 series high impact ABS ear

defender.
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